
Quality Systems, Quality Solutions

Your Hydro Engineering Dealer

2013 Hydro Engineering. Hydro Engineering‚ may at any time, and from 
time to time, for technical or other necessary reasons, modify any of the data, 
specifications or warranty of the products described herein. Some equipment 
shown may be optional. The information contained in this brochure is intended 
to be of a general nature only, specific operations may vary from the average, and 
both crop and machine management, as well as the weather, are important factors 
in the end result. Attention: Photographs in this publication may show protective 
shields or guards open or removed for the purposes of illustration. Be certain all 
shields and guards are in place during operation. Printed in the U.S.A.

Additional information available at www.Hydro-Eng.com.

Hydro Operating LLC • 115 Main Street East • Norwood Young America, MN 
55397

800-833-5812
www.Hydro-Eng.com

Think Safety First, Always make sure you and your operators read the Operator’s Manual and understand your equipment before use. Never Operate the equipment without all 
the shields, protective devices and structures in place.  Be sure to pay close attention to the labels and decals on the equipment they are there for your safety.

HP Pit Pumps

Additional Pit Pump Products

Specs
Model HP60 HP61 HP61B HP61C HP63 HP68 HP67 HP6750 HP66
FEATURES
Pump Type
GPM / Head 800 / 10' 1000 / 20' 1350 / 30' 1400 / 40' 1800 / 50'
Discharge
Handles Solids up to 3.5"
Running Gear Stationary
DIMENSIONS
Height 22" 40"
Width 16.5" 21" 100"
Depth 16.5" 19"
Length 50' 43' 8" - 63' 4"
Weight 78 LBS 169 LBS 176 LBS 232 LBS

Hydraulics Required
GPM 10 18 30 40 60
PSI 2000 2800 2800 3000 3000
Hydraulic Hose Size 1/2" 1" 1 1/4" 1" 1 1/4"

* Dimensions do not include hydraulic hose, & discharge fitting.
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Pit Pump Hummer

Standard HP60 - HP63C
Varies on Choice of Pump


